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Revision history

Rev. | Revision date Details of revision Prepared by
1.0 2024.11.7 | First edition Shimada
1.1 2024.12.23 | Correction of erroneous description, addition of Shimada

product installation method on DIN rail

1.2 2025.9.8 Changes in Appearance Drawing, etc. Shimada

1.3 2026.7.27 |Address changed Suzuki




KC-VR1N Instruction Manual (3/26)

Safety Precautions

Meaning of indication

Indicates a hazardous situation which, if the precaution
with this indication is not observed, could result in death
or serious injury.

Indicates a hazardous situation which, if the product is
erroneously handled by ignoring the precaution with this
indication, could result in bodily injury and/or property

damage.
Meaning of symbol
® Indicates a “prohibited action.”
f Indicates a “matter to which you should pay attention.”
A\ WARNING

If an abnormality, such as smoke, strange odor, abnormal sound, or entry of
water or foreign matter in the product, occurs, immediately stop using the
product. Use of this product with an abnormality or failure may cause fire or
electric shock.

Do not disassemble or modify this product. Failure to follow this instruction
may cause fire, electric shock, or failure.

Securely fix this product. Failure to follow this instruction may cause it to
fall.

Make sure that water and foreign matter do not enter the product. Failure to
follow this instruction may cause fire, electric shock, or failure.

Use the specified power voltage. Connect and disconnect the connection
cable with the power supply turned off. Failure to follow this instruction
may cause fire, electric shock, or failure.

> PP b

Connect cables according to the instructions. Do not damage, forcefully
bend, or pull cables. Failure to follow this instruction may cause fire,
electric shock, or failure.
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A\ CAUTION

Do not use this product in an environment out of its operating
environmental range. Failure to follow this instruction may cause the
product to fail.

Do not drop this product or give a strong shock to it. Failure to follow this
instruction may cause the product to break or fail.

Do not install this product at a location subject to direct sunlight or heat for
a long period. Failure to follow this instruction may cause the product to
fail.

Q@ 00 O

Do not short-circuit the signal output. Failure to follow this instruction may

cause the product to fail.
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1. Scope of Application

This instruction manual applies to the “Network Video Recorder KC-VR1N.”

2. Product Overview
This is a 4-ch network video recorder compatible with PoE. It can record video according

to schedules or events by connecting to KOWA environment-resistant IP cameras.
Transmission for up to 100 m is possible due to the M12 X-code cable.

3. Configuration

- NVR body ............................ 1
- Cable t].e ............................ 1
- Rubber fOOt ............................ 4
- DIN rail mounting bracket ............................ Optional
- AC adapter ............................ Optional

- AC Cab].e ............................ Optlonal
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Table 1 Main Specifications

External interface

Ethernet RJ-45 10/100 Base-Tx1
Monitor output HDMIx1 : Up to 4K2K
USB USB2.0x2
Trigger input/output Alarm input x 2

Relay output X 1
RS-485 D+, D—

Power supply input

DC+48 to 56V

DC jack outer/inner diameters: 5.5 mm/2.1 mm

AC adapter (option product: FSP120-AWAN3-2YKS
100-240 V AC input, DC54V output, 120 W
Recommended replacement interval: 3 years)

Video, Audio

IP camera input

RJ-45%4, max 15 W (total max 60W) at each PoE
802.3af port.

Split screen

1,4

Compatible with multi-streams

Main stream, Sub stream

Video compression format

H.264+, H.264, MJPEG

Camera control protocol

ONVIF Profile S

Recording function

Recording modes

Manual, Schedule, Alarm input, Event, Motion, Constant

Pre-recording time

5 to 60 seconds

Search function

Date/Time, Event, etc.

Playback speed X2 to X64
Storage, Backup, Fan
Internal SSD 1TB

Recorded data backup method

USB memory stick, FTP server

Storage information

SMART information, free disk space

Recommended fan replacement
interval

5 years

Network

Network function

Static, DHCP, PPPoE, DDNS

Remote browser

Microsoft Edge, Google Chrome

Max. number of accesses

10 users

Various functions

Initial connection settings

IP Address : 192.168.1.220
User name: admin
Password: admin

System setting saving

Save, Load

Language

Nine languages (Japanese, English, and others)

Event function

Output: video push, e-mail, buzzer output, e-map highlight,
split screen, relay output

Input: HDD capacity shortage, HDD error, no network
connection, camera loss, camera motion, camera alarm

IN, NVR alarm IN

System function

System log, Help, Setup wizard, Album, Streaming
optimization

Camera setting

Automatic connection, Plug & Play function, Image setting,
Video setting, Motion setting
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System requirements

Recommended PC operation
specifications

Windows10 operating environment

Rating

Power supply input

DC+48 to 56V

Power consumption

10 W or less (excluding camera)

Operating
temperature/humidity

0°C to +45 °C/20 %RH to 80 %RH (no dew
condensation)

Storage temperature/humidity

-30°C to +60 °C/20 %RH to 90 %RH (no dew
condensation)

External dimensions

57(W) x 195(H) x 125(D) mm (excluding protrusions)

Mass

Approx. 1.1 kg

Flame retardance

The resin exposed outside is either UL94 flame
retardant grade V-0, 5VA or 5VB material.

Environmental Compliance

RoHS2 Compliance

Country of origin

Japan
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5 . Appearance Drawing
(Unit: mm)

57

| i |

Fig. 1: Appearance Drawing
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6. Explanation of Components, Example of external device

wiring ,Explanation of Attachment of Accessories
57

8-pin connector: port for external input/output

A

lot Connected

T
i
[

s
E Lla
0
<

N )
[SIDYDLC -

LAN: LAN port for PC connection

USB1, USB2: ports for connection with USB devices
Connect a mouse and a USB memory stick for
backup before use.

HDMI: port for operation screen output

195

Pilot lamps: When a camera is connected to
any of CAM1, 2, 3, and 4 ports, the
corresponding lamp blinks in green. When an
error occurs, the warning mark lamp lights up
in red.

CAM1, CAM2, CAM3, CAM4: LAN ports for
connection with camera. Do not connect more than
one camera to one port via a PoE hub.

—— FG screw: Screw for grounding
housing

1 2 3 4 A\
OIOIOIOIO
A

M2

owi
@9

CAl
CAM1

Power cable retainer: By using the
—— attached cable tie, it is possible to
prevent the power cable from being
disconnected.

£
©
=

DCAB~56V
/O—H

Power connector

Fig. 2: Front face connectors
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NVR
) 5vﬁ
4.7kQ ®Alarm In 1
skl — o«
@Alarm In 2 Switch
< o
Switch
®GND
&
Example Device
5V 5V
47kQ 4.7kQ
®N.C x} \}
o ®N.0
@COM
2

Fig. 3: Example of I0 Port Connection

This NVR has two inputs, pin 3 (Alarm In 1) and pin 4 (Alarm In 2) on the front panel,
please connect a momentary switch or other device to pin 3 or pin 4 and pin 5 (GND) on the
front panel. The relay output of this NVR is a dry contact and has one output that is
switched by a short circuit between pin 6 (N.C) and pin 8 (N.O) on the front panel. Please
use this NVR by connecting to LEDs, external devices, etc.

*The wires that can be attached to this product have the following specifications.

Solid wire section : ¢ 0.40 mm to ¢ 0.81 mm

Stranded wire section : 0.12 mii to 0.51 mi

Standard stripping length : 11 mm

*Do not apply a voltage of 5 V or more to Alarm In 1 and Alarm In 2. Doing so may cause
failure.

*The internal resistance of N.C, N.O, and COM is 50m&. Input voltage to N.C, N.O, and
COM should be less than 24VDC and input current less than 1A. Do not use the product at
a voltage or current higher than the rated value. Doing so may cause failure.
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Rubber foot

e

Rubber foot

Fig. 5: Example of attachment of rubber feet (vertical installation)

* To prevent slipping and vibration, attach the supplied rubber feet. Attach rubber feet by
referring to Fig. 4 when installing the NVR horizontally or Fig. 5 when installing it

vertically.
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7. Installation of DIN Rail Mounting Brackets (Optional) and Installation of
Product on DIN Rail

Mounting screws (M3x6): four pieces

DIN rail mounting bracket

Pulling plate

Fig. 6: DIN rail mounting bracket installation drawing (rear face)

* As shown in Fig. 6, clamp the pulling plate with the mounting brackets, then secure the
brackets with the mounting screws.



KC-VR1N Instruction Manual (14/26)

For mounting the NVR on a DIN rail, refer to Fig. 7. For dismounting the NVR from a DIN
rail, refer to Fig. 8.

(i) Hook the DIN rail
mounting bracket at
the upper part of the
rail.

(iii) Fit the DIN rail
mounting bracket on the
rail.

(iv) Release the
t Pulling plate.

' ‘(ii) Lower the Pulling plate by
using a tool other.

Fig. 7: Mounting NVR on DIN rail

(i) Dismount the DIN
rail mounting bracket
from the lower part of
the rail.

(ii1) Dismount the DIN
rail mounting bracket

from the upper part of
the rail.

(iv) Release the
Pulling plate.

(i) Lower the Pulling plate by

Pulling platé using a tool or the like.

Fig. 8: Dismounting NVR from DIN rail
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8. User Interface

0 >| F 5 &) = = = . z:l.'.'vc-:u.wzn e = (@

W Display Controller -

O

B e o

o

= o 4—(iii)

&l ¢ Q

@ Camera List -

F & Plug & Play
=
“—(©)

Fig. 9 Startup screen/Live mode
* Details refer on the <Help> (P.18).

<Startup screen/Live mode>
(i) These icons have the following main items:
: Clicking this icon opens the Wizard window. For details, refer to <Wizard> (P.15).

5 @ Clicking this icon opens the setting window. For details, refer to <Settings> (P.16).
Q1 : Clicking this icon opens the camera search window. For details, refer to <Camera
search> (P.16) on a later page.

- [a=] : Clicking this icon opens the album window. For details, refer to <Album> (P.17) on
a later page.
& Clicking this icon opens the backup window. For details, refer to <Backup> (P.17) on
a later page.
¢) : Clicking this icon opens the help window. For details, refer to <Help> (P.18) on a

later page.

(i) Display the live video from a connected camera.

(iii) This side menu consists of Display Controller, Camera List, System Information,
Storage Information, Log, E-map, and Digital Output.

(iv) Refer to <PlayBack mode> (P.15) on a later page.

(v) The dates on the calendar, where recording data is saved, will be displayed in red.
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Fig. 10: Timeline
<PlayBack mode>

When the timeline or calendar is clicked, the mode changes to PlayBack mode. This mode
allows you to check the data stored in the NVR.

(i) Displays the date/time of the recording data. In live mode, this section displays the
current time.

(i) Clicking a button indicated with time changes the timescale of the timeline.
(iii) The time for which there is recorded data is indicated by a red bar on the timeline.

* Clicking the ri;u icon at the upper right of the screen switches to live mode.

Wizard
Welcome

Welcome to the NVR Setup Wizard.

This wizard will guide you through the setup of your

NVR device.

NOTE: Ensure that cameras have been installed on the

network before initiating the NVR Setup Wizard.

Language :
&

~ Do not show this dialog at startup Next Exit

Fig. 11: Wizard window

<Wizard >

Wizard will guide you through the initial setup of your camera. (Password, time,
connecting camera, language)
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Camera Search

Saach | (SatDafa m

Add |1P Address |Vendor | MAC Address Edit

¢ R
1P camera plug & play Retry connect & Video loss 1|~ Sec
Camera List
O | channel IPAddress | CameraName |  Model
CHOL 192.168.101.2 1p_Camera AUTO
CHO2 192.168.101.4 1P_Camera AUTO
CHO3 192.168.101.6 1P_Camera AUTO
CHoa 192.168.101.3 1P_Camera AUTO
Mode [IPGam |~
Add to Channel :
Camera Name :
1P Address : Port:
User Name : Password :
Vendor: [AUTO =] Model: [AUTO -
Test Connect
save cancel

Fig. 12: Camera search window

<Camera search>

This section is used to search for cameras connected to the NVR. Detected cameras are

displayed inside the red frame.

Setup

(.3

Network Network Setup =

Dynamic DNS Settings DHCP

IP Filter ® Static IP Enable PPPOE

SNMP 1P Address 192.168.1.220 Http Port

Ht

e Subnet Mask | 255.255.255.0 Https Port )

Camera

Audio and Video Gate Way 192.168.1.254 I

POE DNS1 192.168.1.2
Schedute DNSZ 168.95.1.1

Recording Schedule =
Event V6

E-Mail Settings

DHCP @ Auto Config O Staiic IP

E-Map Settings

Cam Event Settings

System Event Settings

Logs

Extern Alarm
Maintenance

Display and Language

User Account

System se T i )

Time and Date

Firmware Upgrade

IPv6 Address
IPv6 Gate Way

DHCP Sever

Enable DHCP server

Apple
Hard Drive .
N ~ Enable Bonjour
Joystick
RS485 Bonjour NVR
UPnP
~ Enable

TCP Notification

Link Local Address
IPvb Dns

UDP Notification

~ Enable ~ Enable

TCP port 1000 UDP port | 1000

UPnP Port Forwarding

A

» Enable

Fig. 13: Setting window

<Setting>

In this section, it is possible to configure various NVR settings.
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\ Album R

‘ HDD

0/0 | Previous Next Export Delete Cancel

Fig. 14: Album window

<Album>
Saved image data in snapshot are displayed in red frame. By using a USB memory
stick, it 1s possible to extract image data.

Backup P K

Auto Backup Schedule
Auto backup | Manual backup |

| Enable auto backup Enable Over Write

Daily backup time |00 |~/ :[00 |~
Start time (00 [~] : [00 -]
End time \F-‘_— s WF
All

Laner CHOL CHO2 CHO3 CHO4
Backup type ® USB O Samba O FTP
File type AVI @ MKV
Stream Type ® Main Stream Sub Stream

Stop Backup Status: %

# NVR is executing backup then it will becomes very slow when you connect streaming(ex.CMS, Html ...)

Usb Information

Vendor Model Size
none none 0.0 Bytes

Fig. 15: Backup window

<Backup>

In this section, it is possible to extract data that were recorded by the NVR. The Auto
Backup tab allows you to automatically back up a specified range of recordings from the
previous day at a specified time each day. For example, with the settings shown in Fig.
16, the recording data from 0:0 to 1:0 of the previous day will be recorded on the USB at
0:0 every day.
*When automatic backup is enabled, do not leave the USB disconnected or otherwise
without a storage location at the time of backup. Failure to do so may result in
malfunctions.
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Backup

Daily backup time
Start time

End time

Camera

Backup type
File type
Stream type

Auto backup Manual backup

Enable auto backup [ Enable overwrite

& Al

CHO1 CHOZ2

CHO4

®use O samba OFTP

C av1 @ miw

® Main Stream C) Sub Stream

Backup Status : Not active

#MNVR is executing backup then it will becomes very slow when you connect

streaminglex.CMS, Html ...)

Fig. 16: Auto backup

<Help>

This page provides detailed explanation of the functions of the NVR. Help can also be
found by clicking the help button located at the upper right of each window as shown in

Fig. 18.

=
[Title ] E
e e Live Video
PlayBack This section will describes configuring and viewing live video from your network cameras, the functions of the live video screen, and
Wizard the PTZ functions.
Network Setup Step 1:  (lick the LIVE button at the top of the screen.
Dynamic DNS Settings Step 2:  Selecta camera(s) from the camera list on the right and then drag it to the location to where you want it to be displayed.
1P Filter Step 3:  You can change the video display position by dragging it to another position.
SNMP
Audio and Video Notes:
POE 1. The selected video will be marked with a red line.
REcoINng Schedule 2. Enable EPTZ: Right-click on the video and dick on Enable EPTZ. Click the + or - button to zoom in or zoom out the view.The lower
ol e right square flashing on the video grid indicates the correspondent view of the camera.
e o 3. 1f the camera supports PTZ, you can control the selected camera from the PTZ panel.
Cam Event Settings . i . " . .
System Event Settings 4. 1f the camera supports audio, you can check Enable Audio from the right-diick menu and listen to live audio of this channel.
S. Snapshot: Right-click on the video and select the snapshot function to capture a specific video image immediately.

Extern Alarm 6. Right-dlicking on the video will show the option to Fu// Screen. Press the ESC button on the keyboard to return to normal display.
Display and Language 7. Swap: Right-click on the video and select Swap to display a different video channel.
User Account
System |_] single Screen: User can select to view single camera.
Time and Date L
Firmware Upgrade [ View as 2x2: View four cameras on one screen.
Hard Drive
Camera Search e " .
Al | view as 3x3: View nine cameras on one screen.
Backup =
Smart Search [k View as 10: View ten cameras on one screen.
Joystick

[ View as 13: View thirteen cameras on one screen.

i View as 4x4: View sixteen cameras on one screen.

[£3] Full Screen: Select to display the video with full screen. Press ESC button on the keyboard can return to normal display.

I Glance: Activate auto scan to rotate the channels/cameras on the display screen. =

Cancel

Fig. 17: Help window

@x

Fig. 18: Help button
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<Reboot and Shutdown>

You can restart and shut down the NVR by clicking on the @ symbol in the upper
right corner of the screen. Clicking Reboot will display a confirmation window (Fig. 19),
and clicking “OK” will reboot the NVR after a few seconds. Clicking Shutdown will
display a confirmation window, and clicking “OK” will turn off the NVR (Fig. 20).
*If you are using an AC adapter, disconnect the cable from the power outlet.

Warming

Fig. 19: Confirmation window

Fig. 20: Shutdown screen
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8-1. Browser display

2312204 11550:16 () (2 (G}
online Users: 1 2, ©)

T 73127024 11559116 I I S e
—_— -

00:00 02:00 04:00 08:00 08:00 10:00 12:00 14:00 16:00 18:00 20:00

Fig. 21: Startup screen/Live mode in browser display

By connecting the NVR to a PC and entering the IP address of the NVR on a PC browser,
it allows you to access and operate the NVR. When access is successful, the screen shown in
Fig. 21 appears.

* Please connect a computer with Windows OS.

The Browser display’s function is same as the above function. The difference from the
above functions is that by clicking the icon indicated by a red circle on Fig. 21, it allows you
to move to the startup screen.

You can also back up recordings to your PC by clicking on the square icon in the side
menu. Clicking on the icon will display the window shown in Fig. 22. Click “select” to open
the window shown in Fig. 23. Drag the section you want to back up the recording. Click
“OK” to close the window. Check the cameras for which you want to back up the recordings
and click “System save btn” to start the backup.

Backup x
 download une Tl
Sun Mon Tue Wed Thu Fri Sat June 2025
record time 2025-05-29 11:19:11~2025-06-11 14:20:05 TlEa e ISR | sarune: (11 3] (382
oo wille v o - y
5 16 1 1 19 20 2 End time 12 16
setup td starttim [2025-05-29 | [11v]:[19%]:[11v] RN NN N
select 20
s cogund [2025-06-11 | [149): [209]: (05
backuppath )
permi notice
o 3 10 1 1 1 1
[ channel setup CHOL P_Camesa | | | | m
CHOZ N
select all channel o
CHO3 None
@cior Bcie Bois Boios CHO4 1P Camera
v

System save btn Stop

Fig. 22: Backup to PC Fig. 23: Setting of backup section
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8-2. Scheduled recording

Select the recording schedule on the setting window (Fig. 13). Schedule recording starts
by checking the “Enable scheduled recording” check box, and switch the recording mark
at the upper right of the screen to. By selecting a recording method from Continuous
recording, Record on event, Record on motion, and Record on digital in, and then dragging
the cursor on the timeline, it is possible to set the recording schedule from Sunday to
Saturday. The bar colors represent the recording methods. Finally, clicking the [Save]
button at the lower right saves the settings. For other detailed setting methods, refer to the
Help window.

Setup ? R
Network Record Settings Event Settings
z::::_:: ;eNt::Ettings 2 [Enable scheduled recording] & Enable audio recording Pre-record : |10 ‘v (Second)
IP Filter i+ Enable Automatic Overwrite Keep | 180 Day(s) Video Post-record : | 10 \v (Second)
SNMP
Hitps ‘Sch edule Settings
Camera ‘ Camera List « [l Continuous recording W Record on event Il Record on motion Record on digital in
Aidio and Video ‘Em_muzu 00 01 02 03 04 05 06 07 08 09 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24
POE one
e sn| | | [ | o] [ ] [ ][] ] []1]]]
Schedule CHO4 None
T — Mo | [ [ ] | foepounieen | | [ [ [T T]11]
E-Mail Settings Tue
E-Map ettings LLL LT L[] | | | | | |
Spsem Evert St weo | [ [T T T[T ] [oemmm [ [T T[]
System Event Settings L1 11 1 1
Logs Thu W
Extern Alarm
Display and Language
UserACcount St | S S S
System
Time and Date Always Record Add/Edit Schedule Delete Schedule Copy Schedule
Firmware Upgrade — - — "
Hard Drive ‘Start time |Em1 time |Record |
Joystick 05:16 10:48 Continuous recording
RS485
Save Cancel

Fig. 24: Scheduled recording

8-3. Recording with external alarm

ID 1 is the setting for input from
a device connected to Alarm In 1
and ID 2 is the setting for input

from a device connected to
/ Alarm In 2.

/'( i

Network Extern Alarm Info. e

eakasy réoowa0 (1] 4 L Check_the ch_eckbox_ to start
Dynamic DN Settings [ G Enabie xten o recording by input signal from
1P ke o o R racnt external device

SNMP CHOL CHO2 CH3 CHO4

HTTPS Enable Push Video

Camera

Buzzer Time off v | Seconds

Audio and Video

POE Relay Dwell Time off v | Seconds

Schedule \

Recording Schedule Enat ~——

Event user name Izmnum \

P p—

£-Map Settings.

s Bredt fetnp N Please change the setting
System Event Settings. .

Logs according to the external
'_ device connected to the NVR
Maintenance

*N.O.: Judged as input when
a short circuit is detected
N.C.: Judged as input when
open is detected

Fig. 25: External Alarm Settings

First, connect a switch or other device to the IO port of the NVR, referring to the wiring
diagram in Fig. 3. After that, please set the external alarm in the setting window with
reference to Fig. 3. Finally, set the NVR to accept alarm recording at the desired day and
time by referring to “8-2. Schedule Recording”. After the settings are completed, the NVR
will start recording when it detects an external alarm.
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8-4. Camera orientation

Select “Audio and Video” in the Settings window and select the camera for which you
wish to invert the image. After selecting the camera, click on the Image tab. Check the
“Flip” and “Mirror” checkboxes in the lower right corner of the settings window to flip the
camera image as shown below.
Flip: Flip up and down
Mirror: Flip left and right

Fig. 26: Inverting the camera image

8-5. Stopping recording

Select the recording schedule on the setting window (Fig. 13), and please check the
“Enable scheduled recording” check box is unchecked. Clicking the recording mark ®
changes the recording mark to [2] and stops the recording. Clicking the recording mark[=]
starts the recording.
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8-6. Data format

* We recommend that you back up the data before format.

From the “Hard Drive” section on the setting window (Fig. 13), it allows you to format
data. Initializing will start, by checking the model's checkmark, and clicking the [Format]
button indicated by a red circle as shown in Fig. 23.

Setup P K

Storage Driver Information
Network
Network Setup Storage Device
Dynamic DNS Settings | Family Model | capadty SMART [ slot
IP Filter D (T1000MX50055D1 1.07T8 Info | HDD
SNMP I
Https
Camera
Audio and Video
POE
Schedule
Recording Schedule
Event
E-Mail Settings
E-Map Settings
Cam Event Settings
System Event Settings
Logs
Extern Alarm
Maintenance
Display and Language
User Account
System
Time and Date
Firmware Upgrade

. HardDrive Note: If the text's color is red, the disk need format
i @
RS485

Cancel

Fig. 27: Data format

8-7. EPTZ (digital pan-tilt-zoom)
By right-clicking on the camera image display on the NVR UlI, a menu will appear. At
this time, the EPTZ function can be turned on by checking the “Enable EPTZ” checkbox
(Fig. 28). When the EPTZ function is turned on, a frame appears in the lower right corner.
Within this frame, you can digital zoom with the mouse wheel and digital pan-tilt by
dragging the darj‘k square.

(HOZ IP_Camera
532 Kb/s 30 FPS

Fig. 28: EPTZ
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9. Disclaimer

- We do not take any responsibility for fires, earthquakes, floods, lightning strikes, acts by
third parties, other accidents, customer intentional or negligence, misuse, or failures,
damages, and damages (including items caused by third parties) caused by use under
abnormal conditions.

+ We are not responsible for any incidental damages (loss of business profit, interruption of
business, change or loss of memory content, etc.) arising from the use of this product or

inability to use this product.

- We are not responsible for any damage caused by not complying with the contents
described in this manual.

- We are not responsible for any damage caused by malfunction, etc. due to combination
with connected devices.

« The warranty period for this product is one year from the date of delivery.

+ Do not disassemble or modify this product. Even within one year after delivery, the
warranty will no longer be valid.

+ We are not responsible for any failure or damage caused by maintenance, repair, etc. by
the vendor from which you purchased this product or by anyone other than our company.

- Even after the warranty period has expired, we will repair the product for a fee upon
your request if the repair can maintain the function of the product.

- Items not described in the specifications of this product are not covered by the warranty,
and our company does not take any responsibility.

10. Precautions on use

* Do not touch the fan inside the NVR. Failure to follow this instruction may cause the
product to fail.

* When connecting to a PC, use a PC that does not have security software installed.
Failure to follow this instruction may prevent the product from operating normally.

« If the PC does not satisfy the recommended specifications or it is co-used for another
usage, video may not be appropriately displayed. Therefore, prepare and exclusively use a

PC that satisfies the recommended specifications.

- As a USB memory stick to be connected to the NVR, use a memory stick that has been
formatted in FAT32 and has a capacity of 32 GB or less.

* The clock inside the NVR deviates from the correct time as the days go by. Periodically
correct the clock.

* Install the product so as not to block the vents.

* Do not install the product upside down.
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11. Federal Communications Commission

This device complies with part 15 of the FCC Rules. Operation is subject to the following
two conditions: (1) This device may not cause harmful interference, and (2) this device must
accept any interference received, including interference that may cause undesired
operation.

Note: This equipment has been tested and found to comply with the limits for a Class A
digital device, pursuant to part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may cause
harmful interference to radio communications.
Operation of this equipment in a residential area is likely to cause harmful interference in
which case the user will be required to correct the interference at his own expense.

12. Environmental protection notice
At the end of its life span, this product may not be disposed as normal
household waste. It must be disposed of at a collection center for recycling of
electrical and electronic equipment or contact the manufacturer directly. The
product label, inside the manual, or on the packing points to this information.
The materials are recyclable according to their labelling. Through reusing,
material recycling, or other forms of utilization of old devices you are making | EGzczN
an important contribution to the protection of the environment. Please ask your local
administrator for the responsible waste disposal center or contact the manufacturer.

13. Others

The product specifications are subject to change without prior notice for product
improvement. The functions, designs, etc. provided in this instruction manual are subject to
change without prior notice. We kindly ask for your understanding.



